
DESIGN FEATURES: 

SPECIFICATIONS:

TamlynWrap™ Drainable 
Housewrap is the newest moisture management 
product from Tamlyn. This innovative product 
effectively eliminates excess moisture and mitigates 
the damaging effects of mold and rot. Its unique 
design removes at least 100 times more bulk water 
from a wall versus standard housewraps. This is 
achieved through the gap created by 1.5mm 
spacers bonded to a high performance housewrap. 
This patented gap design provides a true drainage 
space between the sheathing and cladding material.

The low-profile drainage space of TamlynWrap™ 
eliminates the need for design changes in the wall 
assembly. The product requires no special tools for 
installation and becomes an effective means to 
manage moisture and air infiltration resulting in a 
better built wall.

WIDTH: 5 ft
LENGTH: 100 ft
COVERAGE: 500 sf
ROLL WEIGHT: 17 lbs
VAPOR PERMEANCE: 19 perms
DRAINAGE GAP: 1.5 mm
UV RATING: Maximum 120 days
WARRANTY: 10 or 15 year limited
FIRE RATING: Class A

1.5mm spacers create a continuous drainage gap to 
effectively manage moisture in exterior walls.

®

TamlynWrap™ Drainable Housewarp

"When Doing It Right Matters"

®

XtremeFlashing™ Multi-Purpose Flashing

"When Doing It Right Matters"

Unroll TamlynWrap™ Drainable Housewrap with 
spacers facing to the exterior and fasten to sheathing 
with cap-fasteners.

Fasteners should provide a minimum 1/2" penetration 
into the nail base and be spaced approximately 12 to 18 
inches apart along the horizontal and vertical laps.

TamlynWrap™ Drainable Housewrap should be 
installed shingle lap fashion (i.e. begin installation at 
the base of the wall assembly).

Extend housewrap a minimum 2 inches over sill plate.
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INSTALLATION INSTRUCTIONS
Method I: Modified "I" Method

Overlap all horizontal seams by at least 6 inches, all 
vertical seams by at least 6 inches and corners by 12 
inches.

Be sure that the housewrap installation and flashing 
provide for positive drainage to the exterior of the 
assembly.

Do not allow the housewrap to be exposed to sunlight in 
excess of 120 days. recommended coverage within 30 
days.

When using TamlynWrap™ as primary air barrier 
optionally tape all seams using Tamlyn Seam Tape, 
ensuring the area is dry and clean and it is 
recommended that for best adhesion a foam roller or 
hand applicator is used. (See "Special Considerations" 
for more details). 

Cut across the header, then down the center. Make a 
horizontal cut and two angled cuts to the sill. Cut from 
header corners 45 degrees away from the window to 
create top tab. Staple the tabs down, then cut the top tab. 
Fold up the top tab, and tape it out of the way. 

Rough Opening

DESIGN FEATURES: 
XtremeFlashing™ is an 
asphalt based product 
designed to be used in 
warmer climates as a 
multi-purpose flashing 
needs. 

Also available in 
synthetic butyl designed 
for any climate. Available 
in 6"x75' and 9"x75'.

ITEM ID QTY/BX

WS25-4

WS25-4/100

WS25-6

WS25-6/100

WS25-9

WS25-9/100

WS25-12

SIZE

4" x 75'

4" x 100'

6" x 75'

6" x 100'

9" x 75'

9" x 100'

12" x 75'
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LIN FT/BX

675'

900'

450'

600'

300'

400'

225'

6"

6"

Rough Opening

Sill Flashing

Set Window

Jamb Flashing

Head Flashing

When Done

Cut across the header, then 
down the center. Make a 
horizontal cut and two angled 
cuts to the sill. Cut from 
header corners 45 degrees 
away from the window to 
create top tab. Staple the tabs 
down, then cut the top tab. 
Fold up the top tab, and tape it 
out of the way. 

Cut section of 
XtremeFlashing™ the width 
of rough window opening 
plus at least 6". Install 
XtremeFlashing™ at the sill 
by removing the release liner, 
centering the tape and 
installing across the sill. 
XtremeFlashing™ will protect 
the sill from moisture 
damage in the event of a 
window leak.

Set the window into the 
rough opening, level, and 
fasten to the substrate per 
window manufacturer's 
recommendation. Membrane 
should be visible below the 
sill flange. Do Not apply 
XtremeFlashing™ over the 
bottom flange! This area is 
left open to allow water to 
drain in the event of a 
window leak.

Adhere vertical sections 
of XtremeFlashing™ 
over the jamb (side) 
flanges and to the shear 
wall or house wrap. The 
vertical tape should 
overlap the tape at the 
bottom and extend 3" 
above rough opening at 
the top, preferably onto 
the exposed sheathing.

Adhere 
XtremeFlashing™ to the 
header flange and shear 
wall. Head section must 
extend beyond jamb 
sections on either side. 
Jamb (side) sections 
should not extend above 
head section.

When done, fold the 
Housewrap back in 
place over the header 
piece of 
XtremeFlashing™ and 
either tape, staple or 
use a piece of 
XtremeFlashing™ to 
secure.
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XtremeFlex™ is 
designed for anytime a 
flexible flashing could be 
needed, ex. window sills, 
arched windows, and 
pipe or curved openings. 
Available in 9" x 50'.
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